
Technical sheet GOLF bridge

GOLF bridge with Parapets

  X Description 
•	Structure made up of grooved boards: 36 mm to 80 mm, 8 grooves screwed with stainless steel screws to the 

frame wood

•	Structure in square sections or logs on request

•	Total thickness 150 mm to 280 mm, depending on length to be crossed and overloads taken into account

•	Options: parapets and wheel guard

•	Delivered assembled for a maximum overload of 500 kg/m²

  X Use
•	Pedestrian crossing of ditches or waterway at low heights and lengths up to a maximum of 7 metres 

•	Installation in protected and sensitive areas. GOLF bridges are particularly well suited to ecological requirements.

  X Parapets Option

•	Designed according to standard NF 01-012 

•	Tested according to standard NF P98-405

Pedestrian fencing2 or 5 beams fencing T100 parapets
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Products manufactured in our ISO 9001 certified factory  

Wood type: Douglas fir, autoclave-treated without chromium or arsenic according to standard NF EN 335

•	 Designed according to the standard NF 01-012



 Technical sheet GOLF bridge

  X Douglas Fir
The wood used for the footbridges is Douglas fir : an exceptional species 
recognised for its intrinsic qualities and natural longevity

•	Origin: French forests

•	Treatment: The wood is treated in an autoclave after machining in accordance 
with standard NF EN 335. The products used for treatment are copper 
salts (WOLMANIT CX8F) in accordance with standard EN-599 and CTBP+ 
certification. The treatment does not contain chromium or arsenic. It is not 
carcinogenic, teratogenic or mutagenic. Treated wood is recyclable and can 
be burnt in the natural environment.

•	Advantages of Douglas Fir: 

		  High mechanical strenght

		  Dimensional stability

		  Good durability

  X Achievements
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